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Brass Brazolet with PVDF insert

• C - Clearance dimension
• PTFE tape wetted material. Consult factory for available options.
• Up to 8 in. - PVDF insert, over 8 in. - PVC insert 

Type Size
(inch)

W
(inch)

H
(inch)

C
(inch)

Sensor
Type

Code Weight
(kg)

BR4B025 2.50 2.50 2.48 1.31 Flow -X0, pH -XX 198 801 794 0.680
BR4B030 3.00 2.50 2.47 1.31 Flow -X0, pH -XX 198 801 795 0.680
BR4B040 4.00 2.50 2.45 1.31 Flow -X0, pH -XX 198 801 796 0.680
BR4B050 5.00 3.50 3.24 2.10 Flow -X1 198 801 797 1.440
BR4B060 6.00 3.50 3.11 2.10 Flow -X1 198 801 798 1.440
BR4B080 8.00 3.50 2.88 2.10 Flow -X1 198 801 799 1.330
BR4B100 10.00 3.50 5.63 2.10 Flow -X2 198 801 800 1.610
BR4B120 12.00 3.50 5.40 2.10 Flow -X2 198 801 801 1.610

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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