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8900 Multi-Parameter Controller
Accessories and Replacement Parts

Instruments:
• Display: Backlit LCD, 2x16 alphanumeric characters
• Sensor Input: Up to 6 inputs, Analog or Digital (S3L) or Pulse (2 max for pulse)
• Compatible Sensors: All Signet Digital/Pulse Output Flow Sensors, 2250, 2350, 2450, 2750,

2850, 8058-x
• Analog Output: Up to Four, 4-20mA isolated, passive/active option or 0-5VDC or 0-10VDC
• Relay/Solid-State Output:  Up to 4 Internal and up 2 or 4 more external contact relays (via 8059) 

MFR # Description Code Weight
(kg)

3-8900.614 14-terminal plug (for I/O Module) 159 000 902 0.015
3-8900.604 4-terminal plug (for Power Module) 159 000 903 0.004
3-8900.606 6-terminal plug (for Dry-contact Relays) 159 000 937 0.010
3-8900.391 Rear Panel w/ Captive Screws 159 000 918 0.025
3-8900.561 Front Face Panel Gasket 159 000 919 0.005
3-8900.602 2-terminal plug, 2 ea. (for SSR & Outputs 3 & 4) 159 000 904 0.004

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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