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Metalex Weld-on Mini-Tap (1.4401)

• For use with SS pipe
• Gasket Klinger C4401 Thermoseal 

Type DN
(mm)

Size
(inch)

for sensor Code Weight
(kg)

W
(inch)

H
(inch)

C
(inch)

P526-2012 32 1.25 P525-2, 2S 159 000 494 0.400 1.66 2.25 1.26
P526-2015 40 1.50 P525-2, 2S 198 840 506 0.800 1.66 2.20 1.26
P526-2020 50 2.00 P525-2, 2S 159 000 495 0.550 1.66 2.17 1.26
P526-2025 65 2.50 P525-2, 2S 159 000 496 0.700 1.66 2.10 1.26
P526-2030 80 3.00 P525-2, 2S 159 000 497 0.850 1.66 2.00 1.26
P526-2040 100 4.00 P525-2, 2S 159 000 498 1.000 1.66 1.95 1.26
P526-2050 125 5.00 P525-2, 2S 159 000 499 1.150 1.66 1.83 1.26
P526-2060 150 6.00 P525-2, 2S 159 000 500 0.880 1.66 1.75 1.26
P526-2080 200 8.00 P525-2, 2S 159 000 501 0.890 1.66 1.56 1.26
P526-2100 250 10.00 P525-2, 2S 159 000 502 0.910 1.66 1.35 1.26
P526-2120 300 12.00 P525-2, 2S 159 000 503 1.750 1.66 1.15 1.26

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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