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KLIP-IT pipe clip type 061 PE metric

Model:
• Material: clip PE and safety clip PP black, bolts galvanized
• Minimum order quantity: standard packaging SP • Height not designed for ball valve 546 and 543. Please use spacer 73 06 11. 
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* 10 173 061 003 10 0.003 5 8 11 14 20 10 6 12 M4
* 12 173 061 004 10 0.006 5 8 11 14 21 10 6 12 M5
* 16 173 061 005 10 0.006 6 11 14 17 23 10 6 16 M5
* 20 173 061 006 10 0.007 6 11 17 19 25 10 6 16 M5
* 25 173 061 007 10 0.009 6 11 19 22 28 10 6 16 M5
* 32 173 061 008 10 0.011 6 11 24 27 31 10 6 16 M5

40 173 061 009 10 0.026 7 14 34 34 35 10 7 22 M6
50 173 061 010 10 0.028 7 14 37 37 40 10 7 22 M6
63 173 061 011 10 0.047 9 17 45 45 52 10 10 25 M8
75 173 061 012 10 0.061 9 17 52 52 58 10 10 25 M8
90 173 061 013 10 0.098 9 17 65 65 64 10 10 28 M8

110 173 061 014 10 0.125 9 17 79 79 75 10 10 28 M8
125 173 061 015 10 0.194 9 17 88 88 90 10 10 32 M8
140 173 061 016 10 0.243 9 17 98 98 110 10 10 32 M8
160 173 061 017 10 0.254 9 17 109 109 108 10 10 32 M8

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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