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Backing flange PVC-U Inch ANSI/ASME

Model:
• For socket systems metric and BS
• Connecting dimension: ANSI/ASME B 16.5 class 150, ASTM D 4024, BS 1560, BS EN 1759
• Bolt circle class 150 
1) Suitable for socket -and butt fusion systems
2) Not for BS
3) Not for metric
4) combined version, bolt circle metric - ANSI
AL: number of holes 

Size
(inch)

d
(mm)

DN
(mm)

PN
(bar)

Code SP Weight
(kg)

1 1∕2 15 10 721 702 206 90 0.068
1 3∕4 20 10 721 702 207 50 0.090
1 1 25 10 721 702 208 40 0.128
1 1 1∕4 32 10 721 702 209 25 0.203
1 1 1∕2 40 10 721 702 210 20 0.238
1 2 50 10 721 702 211 30 0.302
1 2 1∕2 65 10 721 702 212 27 0.369

3 80 10 721 702 213 20 0.509
3 4 100 10 721 702 214 30 0.516

5 125 10 721 702 216 12 0.737
3 6 150 10 721 702 217 5 1.910

2, 4 6 160 150 10 721 700 017 5 1.009
8 200 10 721 702 220 8 1.360

Size
(inch)

d
(mm)

DN
(mm)

D
(mm)

D1
(mm)

D2
(mm)

D3
(mm)

H
(mm)

r
(mm)

AL SC

1 1∕2 15 95 60 28 16 11 1 4
1 3∕4 20 105 70 34 16 12 2 4
1 1 25 115 79 42 16 14 2 4
1 1 1∕4 32 140 89 51 16 15 2 4
1 1 1∕2 40 150 98 62 16 16 2 4
1 2 50 165 121 78 19 18 3 4
1 2 1∕2 65 185 140 92 19 19 3 4

3 80 200 152 110 19 20 3 4
3 4 100 220 190 138 19 22 3 8

5 125 250 216 167 22 26 4 8
3 6 150 285 241 200 22 28 4 8

2, 4 6 160 150 285 240 190 22 28 4 8 M20
8 200 340 298 250 22 32 4 8

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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