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Central part with spring

Model:
• Central body consisting of: housing (9), union bush (4), support ring (6), cone (7), spring V2A (8),

profile seal ring (5) and face seal (3) 
d

(mm)
Size
(inch)

DN
(mm)

16 3∕8 10
20 1∕2 15
25 3∕4 20
32 1 25
40 1 1∕4 32
50 1 1∕2 40
63 2 50
75 2 1∕2 65
90 3 80

110 4 100

d
(mm)

PVC-U
EPDM
Code

PVC-U FKM
Code

PVC-C
EPDM
Code

PVC-C FKM
Code

ABS EPDM
Code

PP-H EPDM
Code

16 161 485 221 161 485 231 163 485 221 163 485 231 169 485 221 167 485 231
20 161 485 221 161 485 231 163 485 221 163 485 231 169 485 221 167 485 231
25 161 485 222 161 485 232 163 485 222 163 485 232 169 485 222 167 485 232
32 161 485 223 161 485 233 163 485 223 163 485 233 169 485 223 167 485 233
40 161 485 224 161 485 234 163 485 224 163 485 234 169 485 224 167 485 234
50 161 485 225 161 485 235 163 485 225 163 485 235 169 485 225 167 485 235
63 161 485 226 161 485 236 163 485 226 163 485 236 169 485 226 167 485 236
75 161 485 227 161 485 237 163 485 227 163 485 237 169 485 227 167 485 237
90 161 485 228 161 485 238 163 485 228 163 485 238 169 485 228 167 485 238

110 161 485 229 161 485 239 163 485 229 163 485 239 169 485 229 167 485 239

d
(mm)

PP-H FKM
Code

PVDF FKM
Code

16 167 485 241 175 485 231
20 167 485 241 175 485 231
25 167 485 242 175 485 232
32 167 485 243 175 485 233
40 167 485 244 175 485 234
50 167 485 245 175 485 235
63 167 485 246 175 485 236
75 167 485 247 175 485 237
90 167 485 248 175 485 238

110 167 485 249 175 485 239

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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