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For diaphragm valve type DIASTAR
Min./max. stroke limiter/manual override

* only max. Lift limiter 
DN-DN

(mm)
Ten/028 FC

Code
SP Weight

(kg)
Sixteen/025

FC
Code

SP Weight
(kg)

Ten/025
FO/DA

Code

SP Weight
(kg)

- ‐ 15 199 190 381 1 0.057 199 190 382 1 0.068 199 190 381 1 0.057
- ‐ 20 199 190 382 1 0.068 199 190 382 1 0.068 199 190 382 1 0.068
- ‐ 25 199 190 382 1 0.068 199 190 383 1 0.120 199 190 382 1 0.068
- ‐ 32 199 190 383 1 0.120 199 190 384 1 0.143 199 190 383 1 0.120
- ‐ 40 199 190 384 1 0.143 199 190 385 1 0.159 199 190 384 1 0.143
- ‐ 50 199 190 384 1 0.143 199 190 385 1 0.159 199 190 384 1 0.143

65 ‐ 80 199 190 318 1 0.500 199 190 318 1 0.500
100 ‐ 150 199 190 319 1 0.500 199 190 319 1 0.500

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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