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PROGEF Standard End cap
SDR17.6 (PN6) d20-d225

Model:
• Material: PP-H
• Conventional butt-welding according to DVS 2207
• IR = Infrared-(IR Plus®) compatible. Choose fusion parameters: PP-H 

d
(mm)

SDR PN
(bar)

FM Code Weight
(kg)

L
(mm)

L1
(mm)

e
(mm)

50 17.6 6 IR 727 968 710 0.036 72 59 2.9
63 17.6 6 IR 727 968 711 0.061 83 66 3.6
75 17.6 6 IR 727 968 712 0.095 94 73 4.3
90 17.6 6 IR 727 968 713 0.160 110 83 5.1

110 17.6 6 IR 727 968 714 0.260 123 88 6.3
125 17.6 6 IR 727 968 715 0.360 127 92 7.1
140 17.6 6 IR 727 968 716 0.485 136 97 8.0
160 17.6 6 IR 727 968 717 0.735 161 109 9.1
180 17.6 6 IR 727 968 718 0.990 166 114 10.2
200 17.6 6 IR 727 968 719 1.310 179 117 11.4
225 17.6 6 IR 727 968 720 1.790 203 129 12.8

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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