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Disc for type 037/038/039

d
(mm)

Size
(inch)

DN
(mm)

Ductile iron
(GGG40)/

Rilsan®
coated

Code

SP Weight
(kg)

Ductile iron
(GGG40)/

epoxy
coated

Code

Weight
(kg)

63 2 50 198 806 740 1 0.500 9.000
75 2 1∕2 65 198 806 741 1 0.700 9.000
90 3 80 198 806 742 1 0.800 9.000

110 4 100 198 806 743 1 1.100 9.000
140 5 125 198 806 744 1 1.500 9.000
160 6 150 198 806 745 1 2.200 9.000
225 8 200 198 806 746 1 3.300 9.000
280 10 250 198 806 747 1 7.000 9.000
315 12 300 198 806 748 1 9.000 9.000
355 14 350 198 808 109 9.000
400 16 400 198 808 110 9.000
450 18 450 198 808 111 9.000
500 20 500 198 808 112 9.000
630 24 600 198 808 113 9.000
710 28 700 198 808 114 9.000
800 32 800 198 808 115 9.000
900 36 900 198 808 116 9.000

1000 40 1000 198 808 117 9.000
1200 48 1200 198 808 118 9.000

Stainless
steel (ASTM

A351 -
CF8M -

1.4408)
Code

SP Weight
(kg)

Aluminium-bronze
(ASTM B-148)

Code

SP Weight
(kg)

198 806 700 0 0.085 198 806 920 0 0.500
198 806 701 0 0.150 198 806 921 0 0.700
198 806 702 0 0.254 198 806 922 0 0.800
198 806 703 1 1.100 198 806 923 0 1.100
198 806 704 0 0.796 198 806 924 0 1.500
198 806 705 0 1.393 198 806 925 0 2.200
198 806 706 0 2.738 198 806 926 0 3.300
198 806 707 0 4.987 198 806 927 0 7.000
198 806 708 0 9.000 198 806 928 0 9.000
198 808 709 1 9.000 198 808 929 1 9.000
198 808 710 1 9.000 198 808 930 1 9.000
198 808 711 1 9.000 198 808 931 1 9.000
198 808 712 1 9.000 198 808 932 1 9.000
198 808 713 1 9.000 198 808 933 1 9.000
198 808 714 1 9.000 198 808 934 1 9.000
198 808 715 1 9.000 198 808 935 1 9.000
198 808 716 1 9.000 198 808 936 1 9.000
198 808 717 1 9.000 198 808 937 1 9.000
198 808 718 1 9.000 198 808 938 1 9.000

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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Phone +41 -(0)52-631 1111

e-mail: info.ps@georgfischer.com

Internet: http://www.gfps.com


