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INSTAFLEX Tee 90° reduced PB

d1
(mm)

d2
(mm)

d3
(mm)

Code SP Weight
(kg)

D
(mm)

D2
(mm)

L1
(mm)

L2
(mm)

L3
(mm)

z1
(mm)

z2
(mm)

z3
(mm)

20 16 20 761 066 914 10 0.015 26 22 28 28 28 13 13 13
20 16 16 761 066 915 10 0.016 26 22 28 28 28 13 13 13
20 20 16 761 066 916 10 0.017 26 26 28 28 28 13 13 13
25 16 25 761 066 917 10 0.025 32 26 32 32 32 14 17 14
25 20 25 761 066 918 10 0.025 32 26 32 32 32 14 17 14
25 20 20 761 066 919 10 0.026 32 26 32 32 32 14 17 17
25 25 20 761 066 920 10 0.027 32 32 32 32 32 14 14 17
32 16 32 761 066 921 10 0.041 40 26 38 38 38 18 23 18
32 20 32 761 066 922 5 0.284 40 26 38 38 38 18 23 18
32 25 32 761 066 923 10 0.036 40 32 38 38 38 18 20 18
40 16 40 761 066 295 5 0.083 51 34 44 44 44 22 29 22
40 25 40 761 066 924 5 0.077 51 34 44 44 44 22 26 22
40 32 40 761 068 049 5 0.076 51 40 44 44 44 22 24 22
50 16 50 761 066 309 5 0.135 64 34 51 51 51 26 36 26
50 25 50 761 066 925 5 0.131 64 34 51 51 51 26 33 26
50 32 50 761 068 050 5 0.133 64 40 51 51 51 26 31 26
63 16 63 761 066 310 2 0.257 81 35 62 62 62 34 47 34
63 25 63 761 066 926 5 0.252 81 35 62 62 62 34 44 34
63 32 63 761 068 051 5 0.255 81 40 62 62 62 34 42 34

The technical data are not binding. They neither constitute expressly warranted characteristics nor guaranteed properties nor a guar-

anteed durability. They are subject to modification. Our General Terms of Sale apply.
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